
High Speed all-in-one RFID Reader
The Spider integrated housing pack by inepro represents cutting-edge innovation in the realm 
of RFID technology integration for Ricoh devices. Specifically tailored for Ricoh machines 
featuring a Smart Operation Panel (SOP) G3.0 10.1-inch panel, this pack includes the Spider 
RFID Reader integrated housing, a USB cable and the Spider RFID Reader itself.

With only one click, the reader seamlessly integrates with the Ricoh panel, forming a unified 
entity.

The Spider RFID Reader boasts versatility, supporting a wide range of LF and HF technologies 
(125kHz and 13.56MHz). Supporting NFC, Bluetooth Low Energy (BLE) and HID Seos*. The Spider 
RFID Reader is an ideal solution for mobile data communication and authentication needs.

Features:
	 Easy (out of the box) one click integration with 10.1” SOP panel

	 Designed for the best user experience

	 Fully integrated to match Ricoh design

	 Supports 125+ RFID, BLE and NFC technologies

	 Integrated BLE module for identification and configuration

	 Security by design   

Spider integrated housing 
(for                   G3 10.1” SOP)



inepro Spider Core Reader              | Specifications

Technical data

Supported transponders 13.56MHz
	 ISO14443A/B: 	LEGIC Prime all types, LEGIC KGH, LEGIC Advant all types, Mifare Classic, Mifare Classic

				   EV1, Mifare Mini, Mifare DESfire Light/EV1/EV2/EV3, Mifare Ultralight Nano/C/EV1/AES, 

				   Mifare Plus S/X/EV1/EV2, Mifare Pro X, Mifare Smart MX, NFC HCE, NTAG2xx, SLE44R35,

				   SLE55Rxx, SLE66Rxx, Bank cards

	 ISO18092: 		 ECMA-340: NFC Forum Tag 1-5, NFC Peer-to-Peer, Sony FeliCa, NFC Active and Passive

	  		  communication mode

	 ISO15693: 		 LEGIC Advant all types, HID iCLASS*, HID iCLASS SE/SR*, i-CODE UID

	 ISO/IEC 14443 
	 Type A:  		  HID Seos*

				 

Supported transponders 125kHz
	 ISO18000-2: 	 CS-AWID, Cardax, CASI-RUSCO, Deister, EM41xx and compatible EM4100/4102/4200, 

			   EM4050 (Titan), EM4105, EM4150, EM4305, EM4450, EM4550, Farpointe Pyramid, 

			   Gallagher, GProx II, HID Prox*, HID Prox II (1326)*, HID DuoProx II (1336)*, HID ProxKey III 

			   (1346)*, HID ISO Prox II (1386)*, HID Micro Prox (1391)*, HID Prox UDF*, Hitag 1, Hitag 2, Hitag S, 

			   HID Indala*, HID Indala ASP/ASP+ UIN*, HID Indala 10022*, Honeywell NexWatch, ioProx, 

			   Keri NXT, Nedap, NeoCardProx, Nexkey, Paradox, Proxlite, Q5, T5555, T5557, UNIQUE,

			   SecuraKey

Mobile APPS 
	 inepro NFC Me, inepro Spider ID

*These technologies require a HID OMNIKEY SAM card.	

Certifications
	 CE, FCC, ISED, SRRC, MIC, RCM, WPC, UKCA, REACH, RoHS 2  

inepro article number
	 200081		  : Spider SOP 10” external housing pack

Ricoh devices
The 10.1” housing fits on the following devices:

IM C2010(A), IM C2510, IM C3010(A), IM C3510(A), IM C4510(A), IM C5510A, IM C6010, IM C7010

IM C3010SD, IM C4510SD, IM C6010SD
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inepro Spider HF Mifare Reader    | Specifications

Technical data

Supported transponders 13.56MHz
	 ISO14443A: 	 Mifare Classic, Mifare Classic EV1, Mifare Mini, Mifare DESfire Light/EV1/EV2/EV3, Mifare 	

		  Ultralight Nano/C/EV1/AES, Mifare Plus S/X/EV1/EV2, Mifare Pro X, Mifare Smart MX, 

				   NFC HCE, NTAG2xx, SLE44R35, SLE55Rxx, SLE66Rxx, HID Seos*

				 

	 ISO15693: 		 HID iCLASS*, HID iCLASS SE/SR*, i-CODE UID

			  	

Mobile APPS 
	 HID Mobile Access*, inepro NFC Me, inepro Spider ID

*These technologies require a HID OMNIKEY SAM card.

	

Certifications
	 CE, FCC, ISED, UKCA, REACH, RoHS 3 compliant  

inepro article number
	 200062		  : Red Spider HF SOP 10” external housing pack

Ricoh devices
The 10.1” housing fits on the following devices:

IM C2010(A), IM C2510, IM C3010(A), IM C3510(A), IM C4510(A), IM C5510A, IM C6010, IM C7010

IM C3010SD, IM C4510SD, IM C6010SD
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